
TECHNICAL SPECIFICATIONS  

 

  
FREQUENCY SYNTHESIZED  
DOUBLE GENERATOR  
800 - 1000 MHz 

FREQUENCY SYNTHESIZED  
DOUBLE GENERATOR  
1700 - 2200 MHz 

Frequency band (Manual or 

Remote control)  
800 - 1000 MHz 1.7 - 2.2 GHz 

Frequency set for  
both "A" and "B" 

200 KHz steps (*1) 
(10 KHz on request) 

200 KHz steps (*1) 
(10 KHz on request) 

Output power 
(Manual or 
remote control) 

-30 / +13 dBm -25 / +13 dBm 

Output power level 
for "A" and "B" 
(remote control) 

4096 steps-30 to +13 dBm 4096 steps-25 to +13 dBm 

Phase Noise 95 dBc/Hz at 10 KHz 85 dBc/Hz at 10 KHz 
Reference TCXO 12.8 MHz ± 2 ppm or  

10 MHz on request 
TCXO 12.8 MHz ± 2 ppm or  
10 MHz on request 

Output connector "N" "N" 
Output impedance 50 Ω 50 Ω 
Housing Rack 19" 2U Rack 19" 2U 
Power supply 120/240 V - 50/60 Hz 120/240 V - 50/60 Hz 

 


